
Reemplazo	del	disco	duro	del	iMac	Intel	27"	EMC	2429
Prerequisito	solamente
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INTRODUCCIÓN

Prerequisito	solamente

HERRAMIENTAS:

Heavy-Duty	Suction	Cups	(Pair)	(1)
Paper	Clip	(1)
Spudger	(1)
TR10	Torx	Security	Screwdriver	(1)
TR8	Torx	Security	Screwdriver	(1)

PARTES:

iMac	Intel	21.5"	and	27"	(Mid	2011)	SSD
Upgrade	Kit	(1)

Paso	1	—	Disco	duro

Desconecta	los	cables	de	alimentación	y	datos	SATA	del	disco	duro	tirando	de	ellos
directamente	del	disco	duro.

https://www.ifixit.com/products/heavy-duty-suction-cups-pair
http://www.amazon.com/ACCO-Economy-Paper-Non-skid-A7072385/dp/B001B0D5T6/ref=sr_1_1?ie=UTF8&qid=1407273616&sr=8-1&keywords=paper+clip
https://www.ifixit.com/products/spudger
https://www.ifixit.com/products/tr10-torx-security-screwdriver
https://www.ifixit.com/products/tr8-torx-security-screwdriver
https://www.ifixit.com/products/imac-intel-21-5-and-27-mid-2011-ssd-upgrade-kit


Paso	2

Quita	los	dos	tornillos	Torx	T10	que	sujetan	el	disco	duro	al	marco	del	iMac.

Haz	rotar	ligeramente	el	borde	superior	del	disco	duro	lejos	de	la	carcasa	exterior.

Levanta	el	disco	duro	de	sus	dos	pasadores	de	posicionamiento	inferiores	y	retíralo	de	la
carcasa	exterior.



Para	volver	a	armar	tu	dispositivo,	sigue	estas	instrucciones	en	orden	inverso.

Paso	3

Quita	los	dos	tornillos	Torx	T8	que	sujetan	el	soporte	superior	al	disco	duro.

Quita	el	soporte	superior	del	disco	duro.

Quita	los	dos	pines	Torx	T8	del	otro	lado	del	disco	duro.

Paso	4

Despega	con	cuidado	la	pieza	de
espuma	EMI	unida	a	la	parte
frontal	del	disco	duro.

No	olvides	transferir	esto	a	tu
nuevo	disco	duro.




