
Bissell Pet Hair Eraser Power Button
Replacement

The power button controls the vacuum motor. The button is not fastened to the vacuum case and
may become dislodged from its proper location.
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INTRODUCTION

The Bissell Pet Hair Eraser power button commands the vacuum on and off. Before disassembling
the case to check the power button for proper operation, visit our troubleshooting guide for vacuum
won’t turn on.

TOOLS:
Phillips #2 Screwdriver (1)
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Step 1 — Dirt Cup

 

Firmly grasp the handle and press the release button.

Gently pull the dirt cup down and away from the vacuum body.

Step 2 — Power Button

 

Remove the six 1.2 mm Philips #2 screws from the handle and base.

Bissell Pet Hair Eraser Power Button Rep… Draft: 2019-10-25Guide ID: 114130 -

This document was generated on 2020-11-28 06:57:11 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 3 of 4



To reassemble your device, follow these instructions in reverse order.

Step 3

 

Grasp each half of the body and gently pull apart.

The green handle, power button, charge light lens, and dirt cup release are not fastened in place.

Once the case is split apart these items may come dislodged.

Step 4

  

The power button can be removed by gently lifting it off the circuitry.
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