
Shark Professional Steam Pocket Mop Water
Tank Cap Replacement

Replace the Water Tank Replacement Cap in order to use the steam mop unit properly.
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INTRODUCTION

Mineral buildup can occur when the water tank cap is not loosened before storing or if the tank is not
drained. In these situations the cap can become stuck inside the tank. When this occurs, the cap is
often lost or misplaced, which leads to a replacement.
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Step 1 — Water Tank Cap

 

Turn off the Steam Pocket Mop and unplug it from the wall.

Be sure that the water in the water tank cools to room temperature before proceeding.

Step 2

  

Remove the water tank cap from the water tank reservoir.

Turn the cap towards the upward position.

Rotate counter-clockwise until it loosens.

When reassembling, align the grooves of new water tank cap with the opening of water tank
reservoir and then push in.
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To reassemble your device, follow these instructions in reverse order.

Shark Professional Steam Pocket Mop W… Draft: 2019-01-05Guide ID: 115827 -

This document was generated on 2020-11-28 07:05:21 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 4 of 4


	Shark Professional Steam Pocket Mop Water Tank Cap Replacement
	Written By: Tyler Wicke
	INTRODUCTION
	Step 1 — Water Tank Cap
	Step 2


