
MacBook	Pro	15"	Core	2	Duo	Modelos	A1226	y	A1260
Reemplazar	RAM

Accede	a	la	RAM	fácilmente.

Escrito	por:	Walter	Galan



INTRODUCCIÓN

Accede	a	la	RAM	fácilmente.

HERRAMIENTAS:

Phillips	#00	Screwdriver	(1)

PARTES:

MacBook	Pro	15"	Model	A1226	Memory
Maxxer	RAM	Upgrade	Kit	(1)
MacBook	Pro	15"	Model	A1260	Memory
Maxxer	RAM	Upgrade	Kit	(1)
PC2-5300	512	MB	RAM	Chip	(1)
PC2-5300	1	GB	RAM	Chip	(1)
PC2-5300	2	GB	RAM	Chip	(1)
PC2-5300	4	GB	RAM	Chip	(1)

Paso	1	—	Batería

Usa	tus	dedos	para	empujar	ambas	lengüetas	de	liberación	de	la	batería	lejos	de	la	batería,	y
levanta	la	batería	de	la	computadora.

https://www.ifixit.com/products/phillips-00-screwdriver
https://www.ifixit.com/products/macbook-pro-15-model-a1226-memory-maxxer-ram-upgrade-kit
https://www.ifixit.com/products/macbook-pro-15-model-a1260-memory-maxxer-ram-upgrade-kit
https://www.ebay.com/sch/i.html?_from=R40&_trksid=m570.l1313&_nkw=PC2-5300+512+MB+RAM&_sacat=0&LH_TitleDesc=0&_osacat=0&_odkw=PC2-4200+512+MB+RAM&LH_TitleDesc=0
https://www.ifixit.com/products/pc2-5300-1-gb-ram-chip
https://www.ifixit.com/products/pc2-5300-2-gb-ram-chip
https://www.ifixit.com/products/pc2-5300-4-gb-ram-chip


Paso	2	—	Tapa	de	la	RAM

Retira	los	tres	tornillos	idénticos	Phillips	de	2	mm	de	la	puerta	de	la	memoria.

Levanta	la	puerta	de	la	memoria	lo	suficiente	como	para	agarrarla	y	deslizarla	hacia	ti,
separándola	de	la	carcasa.



Para	volver	a	montar	tu	dispositivo,	sigue	estas	instrucciones	en	orden	inverso.

Paso	3	—	RAM	Shield

Suelta	las	pestañas	a	cada	lado	del	chip	RAM	al	mismo	tiempo.	Estas	pestañas	bloquean	el
chip	en	su	lugar	y	al	soltarlas	hará	que	el	chip	"salte".

Saca	el	chip	directamente	de	su	conector.

Si	hay	dos	chips	de	RAM	instalados,	repite	el	procedimiento	anterior	para	el	segundo	chip.


