
1986-1993 Volvo 240 Tie Rods Replacement
Replacing Volvo 240 inner and outer tie rods.

Written By: David Hodson
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INTRODUCTION

This guide will walk you through replacing the inner and outer tie rods on your Volvo 240. You may
replace only the outer tie rods (tie rod ends) if you wish; this is a very common repair. If you are
planning on replacing just the inner tie rods, though, we recommend that you consider replacing the
outer tie rods as well.

TOOLS:
Socket 19mm (1)
Groove Joint Pliers (1)
Hydraulic Floor Jack (1)
Impact Wrench (1)
Jack Stand (2)
Torque Wrench (1)
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http://www.amazon.com/TEKTON-14152-8-Inch-Shallow-6-Point/dp/B000NPULD8/ref=sr_1_3?ie=UTF8&qid=1431007052&sr=8-3&keywords=19+mm+socket
http://www.amazon.com/Stanley-84-024-10-Inch-Bi-Material-Groove/dp/B000NNFSKG
https://www.amazon.com/Blackhawk-B6350-Black-Fast-Service/dp/B0054WGRBA/ref=cm_cr_arp_d_product_top?ie=UTF8
http://www.amazon.com/Kawasaki-841337-2-Inch-Impact-12-Volt/dp/B00544EZQ2/ref=sr_1_1?s=automotive&ie=UTF8&qid=1356974328&sr=1-1&keywords=electric+impact+gun
file:///Item/Jack_Stand
https://www.amazon.com/TEKTON-24335-2-Inch-ft-lb-13-6-203-5/dp/B00C5ZL0RU/ref=sr_1_4?s=power-hand-tools&ie=UTF8&qid=1487800135&sr=1-4&keywords=torque+wrench


Step 1 — Front Wheels

  

Jack up the front of the car and place it on jack stands.

Never work on or underneath a car that is only supported by a jack. The jack may slip or fail,
resulting in serious injury or even death.



Use an impact wrench or lug wrench to remove the five 19 mm lug nuts from the front wheel.

The wheel lug nuts should be torqued to 85 ft-lbs when the wheels are put back on the car.

Pull the front wheel off the wheel lugs and set it aside.

Step 2 — Tie Rods

Use an impact wrench to remove the
19 mm tie rod end nut near the
brake rotor.
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Step 3

Use a pair of pliers to remove the zip
tie or clamp securing the inner tie
rod boot.



Step 4

  

Unscrew the inner tie rod from the steering rack. It may be necessary to use a large pair of groove
joint pliers to loosen it.



Remove the tie rod assembly once it is free from the steering rack.
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Step 5

Before installing the new tie rod
assembly, you must adjust it to the
correct length. Keep one tie rod
assembly together while assembling
the other one.



The outer tie rod simply screws onto
the inner rod and can be removed
by unscrewing it.



Screw the outer tie rod onto the
inner tie rod.



Adjust the length of the tie rod
assembly by spinning the outer tie
rod so that it is the same length as
the existing assembly. Once it is the
correct length, use the back-in nut to
secure the outer tie rod in place.



Repeat this process for the other tie
rod assembly, using the new
assembly as your guideline for the
proper length.
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Step 6

Install the inner tie rod end into the
steering rack and tighten it with
groove joint pliers.



Step 7

 

Pull the inner tie rod boot completely over the inner tie rod and onto the steering rack.

Secure the boot in place with whatever hardware came with your new tie rods.

If your new tie rods did not include hardware for the boot, a zip tie will work just fine.
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With the new tie rods installed, place the wheels back on the car and lower it to the ground.

Step 8

  

Place the tie rod end through its hole next to the brake rotor.

Install the tie rod end nut and tighten it to 44 ft-lbs with a torque wrench or impact gun.

1986-1993 Volvo 240 Tie Rods Replacem… Draft: 2013-09-11Guide ID: 8388 -

This document was generated on 2020-11-17 03:29:30 PM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 7 of 7


	1986-1993 Volvo 240 Tie Rods Replacement
	Written By: David Hodson
	INTRODUCTION

	TOOLS:
	Step 1 — Front Wheels
	Step 2 — Tie Rods
	Step 3
	Step 4
	Step 5
	Step 6
	Step 7
	Step 8


