
1998-2002 Honda Accord Drive Belt
Replacement

A video tutorial on how to change an old worn out drive serpentine belt on a 1998-2002 Honda
Accord.
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INTRODUCTION

A noisy belt and or belt wear is an indication that a belt should be replaced. Belts are usually
replaced at 105k miles or 7 year intervals.

Follow this video tutorial by YouTuber NutzAboutBolts to complete the job yourself.

TOOLS:
3/8" Drive Ratchet (1)
14mm Deep Socket (1)
12mm Deep Socket (1)
10mm Socket (1)
Pry Bar (1)

PARTS:
Power Steering Belt (1)
Alternator Belt (1)
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https://www.youtube.com/channel/UCA4n2JK4PQIqgp3gL_rC7rg
https://www.homedepot.com/p/Husky-3-8-in-Drive-Round-Head-Ratchet-H38RHRAT/202923414
https://www.amazon.com/TEKTON-14195-8-Inch-Socket-6-Point/dp/B000NYA1UC/ref=sr_1_1?ie=UTF8&qid=1497907488&sr=8-1&keywords=14mm+deep+socket
https://www.amazon.com/TEKTON-14193-8-Inch-Socket-6-Point/dp/B000NPR4DI/ref=sr_1_1?ie=UTF8&qid=1497907522&sr=8-1&keywords=12mm+deep+socket
http://www.amazon.com/TEKTON-14142-8-Inch-Shallow-6-Point/dp/B000NY7A10/ref=sr_1_2?ie=UTF8&qid=1431011227&sr=8-2&keywords=10+mm+socket
https://www.amazon.com/Vaughan-B215-15-Inch-Original-SuperBar/dp/B00002N5VN
http://www.oscaroparts.com/search/go?lbc=oscaro&method=and&original_keyword=Power%20Steering%20Belt&p=Q&ts=custom&uid=420175126&view=list&w=Power%20Steering%20Belt&af=cat2%253abeltscooling_accessorydrivebeltsystemcomponents%20cat1%253abeltscooling
http://www.oscaroparts.com/search/go?lbc=oscaro&method=and&original_keyword=Alternator%20Belt&p=Q&ts=custom&uid=420175126&view=list&w=Alternator%20Belt&af=cat2%253abeltscooling_accessorydrivebeltsystemcomponents%20cat1%253abeltscooling


To reassemble your device, follow these instructions in reverse order.
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